
Chemisorbant 
Pleated Media Filter

The Chemisorbant Media Pleated Filter is designed 
to prevent odors and gases from entering HVAC 
systems, helping maintain cleaner indoor air.

A patented synthetic web matrix securely suspends 
PureAir’s high-performance chemisorbant media, 
while the deep-pleat filter design maximizes surface 
area for enhanced first-pass removal efficiency. 

Its rigid construction minimizes airflow resistance 
and performs reliably in both VAV and constant 
velocity air systems. Available in steel or plastic box-
style and single-header frames, the filter integrates 
seamlessly into new or existing installations. 

Product Details and Options:

Sizes:
•	 Available in depths from 2” to 12”
•	 Available in all standard ASHRAE nominal 

sizes

Media: Can be filled with any PureAir 
chemisorbant media for targeted contaminant 
removal.

•	 Standard Fill:
•	 24 x 24 x 2” filters have 1.3 lbs of media
•	 24 x 24 x 12” filters have 7.8 lbs of media

•	 Premium Fill (available for filters deeper than 2”):
•	 24 x 24 x 12” filters have 9.8 lbs of media

Resistance (examples for 2” and 12”):
•	 2” Depth

•	 500 FPM-.45 iwg
•	 12” Depth

•	 300 FPM – .167 iwg
•	 500 FPM – .425 iwg
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Other Details:

Frame: Constructed with a 26-gauge galvanized 
steel frame and diagonal support struts; optional 
high-impact plastic frame available. 

Sealant: Moisture-resistant adhesive bonds the 
media pack to the frame, ensuring a continuous 
seal.

Gasketing: Optimal premium closed cell neoprene 
gasket available.

Maximum Operating Temp: 140º F

UL Classified to UL 900

Patented web filter technology 
forms pleat packs with even 
spacing for optimized airflow. 


