
Matrix™ Filter

PureAir’s carbon-based chemisorbant media matrix 
blocks are engineered for easy installation in filtration 
systems. Encased within a durable frame and screen, 
the monolithic block design delivers the proven 
performance of PureAir’s chemisorbant media while 
minimizing bypass and ensuring uniform airflow.

Matrix blocks can be made with AC-X, Ammoniasorb®, 
or Sulphasorb 2™ chemisorbant media to address a 
variety of odor and corrosion control applications. 

The monolithic cell design creates turbulent airflow 
that enhances adsorption performance and maximizes 
contaminant removal. Its zero-bypass structure 
ensures complete air treatment, while the low pressure 
drop of just 0.58 iwg/ at 500 fpm delivers efficient 
filtration with reduced energy consumption.

Additional information about the MatrixTM Filter 10 cm 
(4”) is provided below.

6050 Peachtree Parkway, Suite 240-187
Norcross, GA 30092
678-935-1431 | Email:info@pureairfiltration.com

cleanwater1.com
© 2026 cleanwater1, inc. Subject to change without prior notice.

Standard Size mm (in) Exact Size mm (in) Media/Filter kg (lbs) Airflow m3/h (CFM)

24 W x 24 H x 4 D
(610 W x 610 H x 102 D)

594 W x 594 H x 95 D
(23⅜ W 23⅜ H 3¾ D)

9.8
(22.0)

3,398 m3h
(2,000 CFM)

20 W x 25 H x 4 D
(508 W x 635 H x 102 D)

495 W x 622 H x 95 D
(19½ W 24½ H 3¾ D)

8.2
(18.0)

2,950 m3h
(1,736 CFM)

20 W x 20 H x 4 D
(508 W x 508 H x 102 D)

495 W x 495 H x 95 D
(19½ W 19½ H 3¾ D)

6.8
(15.0)

2,360 m3h
(1,389 CFM)

16 W x 20 H x 4 D
(407 W x 508 H x 102 D)

394 W x 495 H x 95 D
(15½ W 19½ H 3¾ D)

5.4
(12.0)

1,888 m3h
(1,111 CFM)

12 W x 24 H x 4 D
(305 W x 610 H x 102 D)

289 W x 594 H x 95 D
(11⅜ W 23⅜ H 3¾ D)

4.9
(11)

1,000 m3h
(1,000 CFM)


